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TIMING SOLUTIONS

SPT tabletop

SPT
Studio Production Timer

The SPT combines the flexibility of a por-
table remote with the feature set of a large
timer generator system.

Up to six timers can be generated
onboard. An external NTP server can be
aligned as a real-time reference.

An Ethernet output distributes all timers
straight into your network.

All Plura Ethernet displays can be hooked
up at any place in the connected studio, so
that all production timers finally become
visible where they're needed and when
they’re needed — without additional signal
cabling!

A vast generator unit isn’t necessary. This
adds even more movability and value to
the compact studio production timer SPT.

Features

Network-based studio timer distribution
Up to six different timers/timezones
Utilising existing Ethernet infrastructure
Configuration at any workspace

PoE (Power over Ethernet is supported)
Reads NTP as the real-time reference

SPT kombiniert die Flexibilitét einer
Fernsteuerung mit dem Funktionsumfang
eines ausgedehnten Timer-
Generatorsystems.

Bis zu sechs Timer kénnen ohne
zusétzliche Hardware generiert werden.
Ein externer NTP-Server dient als
Echtzeitreferenz.

Uber den Ethernet-Anschluss werden alle
Timer direkt in lhrem Netzwerk verteilt.

Alle netzwerkféhigen Displays von Plura
kénnen an jedem Ort im Studio
angeschlossen werden. Somit werden alle
produktionsrelevanten Timer sichtbar wo
sie gebraucht werden und wann sie
gebraucht werden. Ganz ohne zusétzliche
Signalverkabelung!

Eine umfangreiche Generatoreinheit ist
nicht notwendig. Dies macht den
kompakten ,Studio Production Timer” SPT
noch mobiler und flexibler.
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SPT
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A modern timer distribution couldn’t be
easier. Only a generator/control unit SPT
and at least one Ethernet display from
Plura’s UD series are necessary. The
studiowide distribution is done by utilising
your already existing network
infrastructure. All devices can be
interconnected using standardized
network cables.

The IP address of an NTP server can be
aligned as a real-time reference using the
configuration menu. It doesn’t matter if
the server is physically on-site, or if it's
addressed via the internet.

Eine moderne Timer-Verteilung kénnte
nicht einfacher sein. Bendtigt wird nur die
Generator-/Bedieneinheit SPT und
mindestens ein Ethernet-Display aus der
UD-Serie von Plura. Die gesamte
Studioweite Verteilung geschieht Gber Ihr
bereits vorhandenes Netzwerk. Zum
Anschluss kénnen standardméBige
Netzwerkkabel verwendet werden.

Als Echtzeitreferenz kann Uber das
Konfigurationsment die IP-Adresse eines
NTP-Servers angegeben werden. Hierbei
spielt es keine Rolle, ob der Server vor Ort
steht, oder Uber das Internet adressiert
wird.
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The SPT supports PoE out of the box. An
external power supply doesn’t have to be
attached.

Broadcast and Unicast are the available
communication modes. Using the
Broadcast mode, unlimited displays can
be controlled. The Unicast mode limits the
number of devices to a maximum of 20
pieces.

PoE wird fur das SPT von Haus aus
unterstitzt. Ein externes Netzteil muss
somit nicht angeschlossen werden.

Broadcast und Unicast stehen als
Kommunikationsmodi zur Verfigung. Bei
Verwendung des Modus Broadcast kann
eine unbegrenzte Anzahl von Displays
angesteuert werden. Unicast limitiert die
Anzahl der Geréte auf 20.
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Als Auslesegerdéte stehen fur das SPT die
folgenden Produkte zur Verfigung:

The following products are available as
SPT read-out devices:

ubD25
25mm display, 19" 1RU

uUD25
25mm Display, 19" THE

UDD25
25mm double display, 19” 1RU

uUDD25
25mm Doppeldisplay, 19” THE

UD25TT
25mm display, tabletop housing

UD25TT
25mm Display, Tischgehéuse

UD56
56mm display, 19” 2RU

UD56
56mm Display, 19” 2HE

UD56S
56mm display, seconds ring, 19” 2RU

UD56S
56mm Display, Sekundenring, 19" 2HE

UD300
300mm display

UD300
300mm Display

All ethernet read-out devices support
power over ethernet.

Alle Ethernet-Endgeréte unterstitzen Power
over Ethernet.

Falls der vorhandene Netzwerk-Switch von
Haus aus kein PoE bereit stellt, kann ein
Ethernet Power Injector (Pl) zwischenge-
schaltet werden.

If the existing network switch doesn’t
support PoE, an ethernet power injector
(P1) can be interposed.
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SPT specifications

NTP Input/Ethernet port

Standard ethernet port, MTDoE

IP address allocation mode

DHCP, manually

Supported communication modes
Broadcast, Unicast

Minimum network bandwidth

100 Mbit

Maximum MTDoE hardware devices per system
Broadcast: unlimited, Unicast: 20
Maximum cable length

Ethernet standard (100m)

Alternate Configuration port

USB

Universal serial bus “B” jack
Compatibility

USB 1.1

(compatible with USB 2.0)

Flash software upgradable

Yes

2 x GPI output (via RJ45)

Programmable Zero-crossing, external trigger, efc...
2 x GPI input (via RJ45)

Fader contact, start, stop, reset, hold, efc...

Others

PoE power consumption per display/control unit
3to 12W

Operating Voltage

10-30 VDC

Pl power injector output

14W

Weight SPT, tabletop housing

0,6 kg approx.

Weight SPTH1, 19”/1RU rack mountable version
0,4 kg approx.

Dimensions SPT, tabletop housing

WxHxD 112 x51 x 162 mm/ 4.41 x 2.01 x 6.38 inches
Dimensions SPTH1, 19” rack mountable housing
19, 1RU

Enviromental characteristics, operating
Temperature: +5° C - +40° C

Relative humidity: 30% - 85%, non-condensing
Enviromental characteristics, non-operating
Temperature: -10° C - +60° C

Relative humidity: 5% - 95%, non-condensing

SPT Specifications

Product ordering ID

SPT

Studio Production Timer

control unit and generator, tabletop housing
SPTH1

Studio Production Timer

control unit and generator, 19”/1RU housing
Pl

Ethernet power injector

Option SPT-R1

Timer Request Protocol, for SPTH1

Option SPT-DR

Second display, 1T4mm, red, for SPTH1
Option SPT-DG

Second display, 14mm, green, for SPTH1
Option SPT-DY

Second display, 14mm, yellow, for SPTH1

US.A. - Germany U.A.E. - S.Korea
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